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Dimensions
4 Table Set, in Boat Shaped Boardroom Table 
Configuration (Models BK132F, BK132S & BXK132S)

Overall Depth 60 in / 1524 mm

Overall Width 132 in / 3353 mm

Overall Height 29 in / 737 mm

Product Weight BK132F & BK132S
BXK132S

290 lbs / 132 kgs
352 lbs / 160 kgs

Shipping Cube BK132F
BK132S
BXK132S

19.5 ft³ / 0.55 m³
22.25 ft³ / 0.63 m³

151.25 ft³ / 4.28 m³

6 Table Set, in Boat Shaped Boardroom Table 
Configuration (Models BK156F, BK156S, BK180F, BK180S, 
BXK156S & BXK180S)

Overall Depth 60 in / 1524 mm

Overall Width BK156F, BK156S & 
BXK156S
BK180F, BK180S & 
BXK180S

156 in / 3962 mm

180 in / 4572 mm

Overall Height 29 in / 737 mm

Product Weight BK156F & BK156S
BK180F & BK180S
BXK156S
BXK180S

374 lbs / 170 kgs
420 lbs / 191 kgs
452 lbs / 205 kgs
507 lbs / 230 kgs

Shipping Cube BK156F
BK156S
BK180F
BK180S
BXK156S
BXK180S

26.25 ft³ / 0.74 m³
28.75 ft³ / 0.81 m³
29.75 ft³ / 0.84 m³
32.5 ft³ / 0.92 m³

181.75 ft³ / 5.15 m³
209.5 ft³ / 5.93 m³
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Fixed Top Transformer Table Sets 
Models BK132F, BK132S, BK156F, BK156S, BK180F, 
& BK180S

Flip Top Transformer Table Sets
Models BXK132S, BXK156S, & BXK180S

Modesty Panels
Model BXK###QMP

Modesty Panels (Models BXK132QMP, BXK156QMP  
& BXK180QMP)

Overall Depth 0.25 in / 6 mm

Longest Panel BXK156QMP
BXK132QMP & BXK180QMP

33 in / 84 mm
45 in / 114 mm

Overall Height 10 in / 25 mm

Product Weight BXK132QMP
BXK156QMP
BXK180QMP

13 lbs / 5.9 kgs
20 lbs / 9.1 kgs
25 lbs / 11 kgs

Shipping Cube BXK156QMP
BXK132QMP & BXK180QMP

1 ft³ / 0.028 m³
1.1 ft³ / 0.031 m³

Contact sales representative for more information.

Features
•	 Tables quickly link together without the use of tools 

using elasticized bungee cords

•	 Edge molding designed to protect table edges and 

compress to locate and align tables when  

linked together

•	 Table shapes allow kits of tables to be linked together 

in many configurations

•	 Adjustable leveling glides on all bases (7 mm range)

•	 For flip top tables, each nested table adds 

5.5 in (140 mm) to the depth of the stack

BK132S BK180S

https://www.globalfurnituregroup.com
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Construction (Legs)
MODELS BK132F, BK156F & BK180F

•	 Four tapered vertical legs per each individual fixed  

top table

MODELS BK132S, BK156S, BK180S, BXK132S, BXK156S  

& BXK180S

•	 Two curved spider legs (four feet total) per individual 

flip-top table

Construction (Feet)
•	 Metal feet with leveling glides

•	 0.75 in (19 mm) adjustablity range

Construction (Modesty Panel)
•	 Optional modesty panels are 11⁄16 in (17 mm) thick

Construction (Casters)
•	 Optional 2 in (51 mm) locking casters

Warranty
Lifetime warranty on all table components and  

bungee cords.

Environmental
View Environmental Data Sheets online. 

Awards/Certifications
•	 Meets or exceeds all applicable BIFMA standards for 

safety and durability

•	 Manufactured in ISO 9001 and 14001 certified facilities

Please visit globalfurnituregroup.com for additional 
product information including environmental  
certifications.
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Features (continued)
•	 Flip-top table kits ship fully assembled. Fixed top table 

kits ship knocked down and are easy to assemble.

MODEL BK132F & BK132S

•	 Four piece kit of fixed top tables

MODELS BK156F, BK180F, BK156S & BK180S

•	 Six piece kit of fixed top tables 

MODEL BXK132S

•	 Four piece kit of flip top tables

MODELS BXK156S & BXK180S

•	 Six piece kit of flip top tables

MODEL BXK132QMP

•	 Set of modesty panels for four table sets, fixed or flip-top

MODELS BXK156QMP & BXK180QMP

•	 Set of modesty panels for six table sets, fixed or flip-top

Options
•	 Several laminate table top finishes available

•	 Legs are available in Silver finish or Black finish. Feet will 

be in a matching finish.

•	 Bubble molding edge is two tone; the upper half matching 

the laminate surface, the lower half Silver or Black to 

correspond to the leg finish

•	 Also available with casters

•	 Modesty panels are available in the same selection of 

laminate finishes as table tops. Edging of modesty panels 

is available in Silver or Black colour

•	 Grommet or cut-outs for power modules available

Construction (Table Top)
•	 Thermally fused high performance laminate, 1 in  

(25 mm) thick top

•	 45 lbs density particleboard core

•	 Compressible bubble molding edge

•	 Factory installed threaded inserts ensure metal-to-metal 

connection with base

https://www.globalfurnituregroup.com
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